
Spiral, waves or slots light the way to transforming your area into a 
contemporary space, whether it's holding food warm or enhancing your 
décor.  These Decorative Lamps or Luminaires contain all the same Hatco 
versatility of colors, shade styles, mounting styles and switch options . . . 
giving you unlimited configurations.

Hatco Decorative Lamps and Luminaires feature:

• Twelve lamp shade styles

• Eight different mounting style arrangements

• Four power switch options

• Accessories: Track Mount Bars, Track Installation  
and Modification Kits and Luminaire,  
Standard or High Watt Bulbs

Designed  
      with Light in Mind...

(800) 558-0607   •   (414) 671-6350   •   www.hatcocorp.com

DL-1200-Square

DL-1100-Cylindrical

Either scan or go to  
www.hatcocorp.com and click on 
"Build A Lamp" to develop your own 
Hatco Decorative Lamp with our 
online lamp configurator (a full-color 
online picture with your quote).

DL-1300-Triangular
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(N)-None 
Supplied by installer

(L)-Lower Switch
Not available on:
• DLH-(high watt 

models)
• A Mount

(R)-Remote Switch
• Accommodates 16 amps
• Up to seven 250W lamps,  

or five 375W lamps  
maximum per remote switch

6" (152 mm)(U)-Upper Switch
Not available on:
• DLH-(high watt models)
• R Mount 
• Track Mounts: (CT, RT, ST)

Step 1-Wattages 

Models Maximum Watt Bulb 
(Not included)

Voltage
(Single  Phase) Ship Weight▼

DL- (Luminaire) 200 120, 240 6-10 lbs. (3-5 kg)

DL- (Standard) 250 120, 240 6-10 lbs. (3-5 kg)

DLH- (High Watt) 375 120, 240 6-10 lbs. (3-5 kg)
 s Not field convertible      ▼ Depending on components

Decorative Lamps and Luminaires
Models: DL or DLH-400, -500, -600, -700, -725, -750, -760, -775, -800,  
-1100, -1200, -1300

PRODUCT SPECS
Decorative Lamp
The Decorative Lamp shall be a Hatco Model … as distributed by the Hatco 
Corporation, Milwaukee, WI 53234 U.S.A. 
With 24/7 parts and service assistance (US and Canada only), the Decorative Lamp 
shall be rated at … watts, … volts, and … inches (millimeters) in overall width. It shall 
consist of a vented lamp shade and mounting. Switch locations can be upper, lower, 

remote or supplied by installer. Bulb options are uncoated or coated, clear or red, 
60W clear, 250W (DL models) or 375W (DLH models).
One year on-site parts and labor warranty with 24/7 technical assistance in the US 
and Canada only. 

ORDERING INSTRUCTIONS
Please refer to the six steps in the Hatco Foodservice Equipment Price List, go online 
at www.hatcocorp.com and click on “Build A Lamp”, or click on "Video Library" and 

watch “Decorator Lamp Configurator”. This will help you in choosing the correct 
configuration for your specific needs. 

Step 5-Switch Locations

Overall 
Unit 

Length

Overall Clearance

Ceiling

• For A or P Mounts:  From center of shade to 
wall plus vertical shade length (see line art in 
mounting styles). 

• For C, CT, S or ST Mounts:  From ceiling to 
bottom of warmer lamp shade. 

• For Clearance:  See "Clearance 
Requirements" in the Hatco Price List  
Ordering Instructions.

Step 6-Overall Unit Length
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 Retractable Cord 
Mount. Adjusts from 
31" to 69.5" (787 to 
1765 mm).

(RT) Mount 6
 Retractable Cord 
Mount to track 
adapter. Adjusts from 
33.375" to 71.875" 
(848 to 1826 mm).

(S) Mount
 Rigid Stem 
Mount to canopy. 
Specify overall 
length from 14" 
to 71" (356 to 
1803 mm).
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Rigid Stem  
Mount to track 
adapter. Specify 
overall length  
from 17" to 71"  
(432 to 1803 mm).
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(CT) Mount 6 
 Cord Mount to 
track adapter. 
Specify overall 
length from 17" 
(432 mm) to any 
length.
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(C) Mount
 Cord Mount 
to canopy. 
Specify overall 
length from 17" 
(432 mm) to 
any length.
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Step 2-Shade Styles - All heights are 8.5" (216 mm)

6 NOTE: Lamp shade diameter and wattage may limit number of lamps per track. To assure 
warranty coverage, do not install track systems in damp or wet locations (including above 
steam tables).

-700
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9.5"
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-725 -750

11"
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-775

10.5"
(267 mm)
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-1100 (Cylinder)
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-1300 (Triangular)
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Step 4-(Continued)

Step 3-Colors (Available for all Designer colors, Plated and Gloss finishes,            
                                            see www.hatcocorp.com or Hatco Price List)

Step 4-Mounting Styles

(A) Mount
 Rigid Mount to 
canopy with pivot. 
Specify horizontal 
stem length from 
 7" to 20" (178 to 
508 mm). Unit  
length is 17" to  
30" (432 to 762 mm)
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(P) Mount
 Rigid Mount to  
canopy with pivot. 
Specify overall  
length (from pivot  
to bottom of lamp  
shade) from 17" to  
71" (432 to 1803 mm)
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